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t is important to analyze cyanide
Icompounds in plating solutions and
sastewaters.! Usually, argentometric

——— niration is used for high concentrations

of free cyanide and the zinc cyanide

"= .omplex in plating solutions.? Okinaka
~— . al” reported the simultaneous deter-
___ mnation of gold (Au* , Au**) and free

~yanide in a gold plating solution by
polarography. Knddler* reported the

— jetermination of gold (Au*, Au*)

~ end free cyanide by potentiometr%

=—— ing a silver nitrate solution. Selig
also reported the determination of free

-vanide and aurocyanide, Au(CN),—,
by potentiometric titration with silver
wn. The author reported a coulometric
Jetermination of cyanide compounds in
2 silver cyanide plating solution.®

Haak’ reported the simultaneous
jetermination of Au(CN),— and
su(CN),— in a gold plating solution
=y ion chromatography (IC). Rocklin

o al® determined cyanide and metal
cvanide complexes in plating waste-
water by IC using an electrochemical
detector, Wang et al® used potentiomet-
n¢ measurement with an ion selective
electrode for the determination of
cyanide and sulfide in plating waste-
water. The author reported the determi-
nation of cyanide and metal cyanide
complexes by IC using a conductivity
detector.'® This method is based on the
oxidation of cyanide ion to cyanate ion
oy sodium hypochlornite. In addition,
the author reported the analytical proce-
dure for platinig solutions and waste-
waters by IC.!

This paper describes an IC procedure
for free cyanide and metal cyanide
complexes applied to plating solutions
and their wastewaters.

EXPERIMENTAL

APPARATUS:

Chromatography was performed on
an jon chromataograph equipped with
2 conductivity detector. The sampie
loop size was 50 pl. For the analysis
of free cyanide and weak metal cyanide
complexes, a separator column with
one guard column and a suppressor was

mM N82C03.

For the analysis of strong metal
cyanide complexes, a similar system
with an eluent of a mixed solution of
2 mM tetrabutylammonium hydroxide
(TBAOH), 40% acetonitrile and 0.2
mM sodium carbonate was used, The
eluent flow rate was 1.5 mUmin.

REAGENTS:

Al chemicals were of the highest
grade commercially available. Stan-
dard cyanide solution was prepared
from 1000 mg/L potassium cyanide
stock solution, standardized by argen-
tometric titration.

Standard metal cyanide complex so-
lutions were prepared by accurate dilu-
tion of KAg(CN);, K,Ni(CN),,
K4F8(CN)69 K3FC(CN)6! KAU(CN)Z;
KAu(CN), and K,Co(CN), stock solu-
tions (1000 wmg/L). Solutions of
Zn(CN),2~,  Cd(CN);2~ and
Cu(CN),*~ were prepared by mixing
KCN and the corresponding metal Cya-
nide complexes (Zn(CM),, Cd(CN),,
KCu(CN),) in appropriate amounts.

PROCEDURE:

In a volumetric flask (50 m!), place
&n appropriate sample solution and 5
m! of sodium hydroxide solution (0.1
N} and dilute to 50 m! with deionized
water. Add 50 pl of sodium hypo-

oughly. Keep the mixtur&-at'a'fohstan
temperature between 20 and 80°C for
10 minutes. The flask is cooled in a
water bath and an aliquot is then in-
jected into the jon chromatograph.

RESULTS AND DISCUSSION

CHROMATOGRAM OF CYANIDE
COMPOUNDS:

Usually, a separator column and
fiber suppressor are used for anion anal-
ysis; however, free cyanide and metal
cyanide complexes are not detected by
the conventional conductivity detector
due to low dissociation.

Previously, the author reported an
IC procedure for free cyanide and metal
cyanide complex determination with a
conductivity detector.'® The method is
based on the oxidation of the cyanide
ion (pK=9.2) to the cyanate ion
(pK = 3.66) by a sodium hypochlorite
solution,

The chromatograms of metal cyanide
complexes by the proposed method are
shown in Fig. 1.

Free cyanide and weak metal cyanide
complexes such as zinc, cadmium, cop-
per, silver and nickel were oxidized by
sodium hypochlorite at 25 or 80°C, to
produce cyanate ion, The retention time
was 2.7 minutes; however, the strong
metal cyanide complexes such as the
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Fig. 1. Chromatograms of metal cyanide complexes.
(A) Blank (water, pM 12); (B} Zn(CN)Z"; {C) Cd(CN)?~; (D} Cu(CNL®~; (E)

AG(CN),"; (F) Ni{CN) 2~

Pretreatment: NaClO (1%) §0 pJ; 20°C (A-D); 80°C (E, F); 10 minules. Eluent: 2.2
mM Na,COy 1.5 miimin. Detector: Conductivity,
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irons (Fe’*, Fe'"*), golds (Au”,
Au**) and cobalt are not oxidized by
sodium hypochlorite. Almost no cyan-
ate jon was produced even at 80°C,
except for Fe(CN),* ™ and Au(CN),_.
A separator column and suppressor
were used for the determination of
metal cyanide complexes with a con-
ductivity detector. The chromatograms
of these compounds are shown in Fig,
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Fig. 2. Chromatograms of mefal cyanide
complexes.
Eluent: Mixad solution of 2 mM
TBAOH, 40% CHZCN and 0.2 mM
Na,COj.
Detector. Conductivity.

The results show that the metal
cyanide complexes such as the irons
(Fe?*, Fe*™), the golds (Au™, Au*™),
cobalt and nickel can be measured. The
retention times of these cyanide com-
plexes were 6.9, 5.7, 5.9, 144, 5.4
and 4.4 minutes, respectively, how-
ever, the chromatograms of free
cyanide and weak metal cyanide com-
plexes such as zinc, cadmivm, copper
and sjlver did not appear.

fon chromatographic procedures for
the analysis of cyanide compounds are
the proposed method and the author’s
previous method, ! a systematic analy-
sis of cyanide compounds can be
achieved.

CYANIDE IN PLATING
SOLUTIONS:

The plating solutions of zinc, cop-
per, silver and pold cyanide were di-
lated 1000-fold. These solutions were
oxidized with sodium hypochlorite so-
lution (1%) and controlied at 80°C for
10 minutes. The cyanate ions formed
were measured. The results are shown
in Fig. 3.
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Fig. 3. Chromatograms of cyanide compounds In plating solutions. {A) Zinc cyanide; (g,
Copper cyanide; {C) Silver cyanide; (D} Gold cyanide; {E} Gold citrate,
Pretreatrment: NaCIO (1%} 50 wJ; 80°C; 10 minutes. Eluent. 2.2 mM Na,CO, 1.5

ml/min. Detector: Conductivily.

The results show that the sum of free
cyanide and metal cyanide were meas-
ured for zinc (A}, copper (B) and silver
(C) cyanide plating solutions. Only free
cyanide was measured for the gold cya-
nide plating solution (D); however, the
cyanate peak did not appear from the
gold citrate plating solution (E).

The gold plating solutions were di-
luted 100-fold. The results are shown
in Fig. 4. The chromatogram of
Au(CN),” in the new gold cyanide
plating solution is shown (A). The
peaks of Au(CN),~ and Au(CN),~ in
the used gold cyanide plating selution
(B) appear; but this Au{CN),~ peak
disappeared upon standing for a long
time. It is thought that Au(CN),~ was
reduced to Au(CN),~. This fact was
also confirmed from the Au(CN),~
standard  solution which formed
Au{CN), ™ and free cyanide ions after
about two months. The peak of
Au(CN),~ did not appear in the gold
plating solution without the presence
of free cyanide (C, D).

CYANIDE IN PLATING
WASTEWATER:

The wastewater of plating solutions
was analyzed with results shown in Fig.
5. The peak of the cyanate ion appeared
from the wastewater by oxidizing with
a sodium hypochlorite solution (1%)
(A).

The plating wastewater was distilled
and total cyanide determined. In the
case of high concentrations of chloride
and nitrite ions, the nitrite ionis decom-
posed with amidosulfuric acid and a
distillation is performed:'® The distil-

late was oxidized with a sodium hypa
chlorite solution (1%) and measurpd §
(B).

The peaks of ferrocyanide and
nickel cyanide jons from plating wasse.
waters were measured directiy (C, D, ‘

CONCLUSION

Cyanide compounds such as frec
cyanide, zinc, cadmium, copper, silver §
and nicke] were oxidized with sodium
hypochlorite to cyanate ion and meas.
ured by IC using a conductivity detec-
tor. Strong metal cyanide complexes
such as the irons (Fe?*, Fe*”), the
golds (Au™*, Au**), cobalt (Co™* ) and
nickel can be measured by IC directly.
Both methods can be applied to cyanide
compound analysis in plating solutions
and their wastewaters, '
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. Table I. Systematic Analysis of Cyanide Compounds by IC
— il et S S GOLD PLATING
Proposed F’rm.ffr:tusT
. . H
1 s/p'egres Stability Const. _ Method Method TE CHN ®) LO GY
CN~ 9.2 o X
Za(CN)E” 16.7 o] X
CA(CN)*~ 18.8 o) X
Ag(CN); - 21.2 0 X
Gu(CN)>~ 30.3 o X Edited by Frank H. Reid and
N"(C':}“z-‘ g;a 2 8 William Goldie
::gh&%_ e X 0 1974 630 pages, including
i -
AUCN)z - 383 X o indexes
AU(CN)q.— — o X O
Co{CN}s>~ 64 X _ o The book s actually a critical
1 0. Possible for analysis literature review, with over 900
. X, mpossible for analysis . references cited. The more than
' 80 tables, and the same number
B (A) ’- (» (<) (o) of figures and of photos, along
15 L ° @ ' with discussions of every phase
| < 2 2 of the subject, including baths,
P:d g < £ technigues, properties of de
' oy posits, lesting and applications,
Ay o Lo comprise a very valuable source
Sle- o & e te W of information for researchers,
n, Lo 3 LA Zz a z . .
Z 23y g = & ° engineers, quality control super-
" 3 @ “':2% E 2 "5 visors and others, who regularly
free ¥ A \J \J\Q__,———- need figures on the characteris-
ver 3. [ tics of processes and deposits,
N .
;a];? { L0 5 ) 5 10 0 K3 o 0 5 v The 42 chapters, written by 23
tee. [ Retention time (min) - authorities, cover everything
"";5 Fig. 4 Chromatograms of gold cyanide complex in gold plating solutfon}; ((;%)Né%»}v Ugofg from the historical background,
the cyanide plating solution. (B} Used gold Cyanide plating solution (wil . 58 7Y :
and  A.» gold cyanide plating solufion {without CNJ, (D) Used gold cilrate plating solution through. depo.sztion, deposit
tly 1™ (without CN), Eluent: Mixed solution of 2 mM TSAOH, 40% CH3CN and 0.2 mM properties, testing and applica
ide I Na,CO, Detector: Conauctivity. : tions, followed by a specifice.
ans tion index and bouth author and
ME ::,' {D) {_3 (E) subject indexes, the last a really
thorough compilation.
186,
Price; $93.00"
e¢-
Plus postage and handling—
& 1 $3.50 US, Canada & Mexico;
I $4.50 all other gountries
269 \ ¢ {in NJ add 6% sales tax)
& l g *Price subject to change
70 o
! | g
P g ¥ Send check or money order to:
M - =
. METAL FINISHING
0 & w0 & wo 5 10 5 10 5 110 One University Plaza
8 Retertion time {min) Hackensack, N.J. 07601
Pt Fig. 5. Chromatograms of cyanide compounds In wastewater, (A) Plating wastewater (di-
rectly), (B} Plating wastewater (after distillation). (C} Plating wastewater {directly).
(D) Plating wastewater (diréctly). Eluent: 2.2 mM Na,COj; (A, Bl Mixed solution of
2 mM TBAOH, 40% CH,CN and 0.2 mM Na,CO,. Detector. Conductivity.
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